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Mastering Body Treatments



 " We've seen great results  consistently with VelaShape. We've had 
multiple patients lose up to 5  centimeters off their  waist and 
abdomen area.”

 Lori Brightman, M.D.
Board Certified Dermatologist, New York, NY

The Body Shaping Market
Overall, women are their own worst critic when it comes to body shape. 91% of women say there are things about 
their body they want to change or reduce. Most women have tried diet and exercise, but they still feel it is not enough. 
One in every three women say they have considered more than just dieting and exercise to get rid of their fat.* 

VelaShape III – The Optimal Body Contouring Device
VelaShape III is the perfect, non-surgical answer for treating those ‘problem areas’ that cause women to feel 
so displeased about their body image. VelaShape III is a unique, easy to use, no downtime, comfortable, deep 
therapeutic body contouring treatment that delivers enhanced clinical protocols with consistent results that can 
be reproduced time after time.

Syneron's vast experience and research in producing effective body contouring devices has contributed to the 
outstanding success of the VelaShape brand.  With over 10 years of clinical experience, over a dozen studies,  
over 5 million independent treatments globally and more published studies than any other medical body shaping 
device, VelaShape is the most recognized non-invasive, body contouring treatment on the market today.

VelaShape III is CE marked for body contouring and FDA cleared for circumferential reduction of the abdomen 
and thighs.

*Base: Total (n= 1000), Ages of 25 - 60, Leger Marketing, Company controlled sponsored market research
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New Design

• Sleek, sophisticated, state of the art design 

• Lightweight, highly mobile, 60% smaller to easily fit into

   any size clinic

• Ability to operate with a foot pedal to reduce operator strain

• Ergonomic design allows the operator to sit or stand

   during treatment

Sophisticated Feedback Mechanism

• New closed loop RF mechanism and built in temperature sensor

 - Consistent RF energy delivery

 - Better monitoring for elevated temperature in the tissue 

 - Enables a more precise treatment

 - Increased patient comfort and safety

 - Consistent, reproducible results

Energy & Efficacy

• Increased RF Power - Up to 150W

 - End point temperature is achieved much faster

 - Reduction in treatment time 

 - Higher energy density for improved heating in the tissue

 - Fewer treatment sessions required to achieve an optimal result



NEW! State of the Art User Interface

•  New, easy to use and intuitive GUI enables quick and easy set-up of treatment 

parameters before and during treatment

•  Based on the 10 inch multi-touch Android interface with full HD display 

New VContour Applicator with Various Cover Sizes

•  New RF electrode design providing improved contact with the skin 

and better energy delivery to the fat layer

•  3 cover sizes - Large, medium and small for optimal treatment of all 

body parts

• Disposable covers for a more hygienic treatment

Cover 
Type

Applicator 
Type

Treatment 
Time

Desired 
End Point 
Temperature

Indicates Area Treated

Indicates Real Time Temperature



The Science Behind VelaShape Technology
Synergistic Use of Energies – The VelaShape III device employs a combination of modalities:

 • Infrared light (IR) heats the tissue up to 3mm depth
 • Bi-polar radio frequency (RF) heats tissue up to 15mm depth
 • Vacuum ensures precise delivery of energy

VelaShape III Mechanism of Action
Powered by elōs technology, VelaShape III combines IR (infrared), bi-polar RF (radiofrequency) and vacuum to 
precisely heat the tissue up to 3mm and 15mm depth respectively.

The combination of IR and vacuum coupled RF technologies causes deep heating of the fat cells (adipocytes), their 
surrounding connective fibrous septae and the underlying dermal collagen fibers. Efficient heating of the adipocytes 
is achieved by higher output of the RF. The optimal design of the electrodes and the concurrent application of 
vacuum allows for deeper and faster heat penetration. In turn, this promotes an increase in circulation, lymphatic 
drainage, cellular metabolism and collagen depositing. Furthermore, it stimulates fibroblast activity and remodels 
the extracellular matrix.

RESULT: A localized reduction in skin laxity, volume and an overall improvement in skin structure and texture.

New Stacking Mode Clinical Protocol
The stacking mode clinical protocol has been developed for the optimized treatment of local fat deposits. This new 
protocol provides a reduction of at least 2cm in as few as 3 treatments, as well as sustained heating of the tissue 
resulting in optimal, reproducible results.

IR Energy

RF Energy



Proven Clinical Results
The safety and effectiveness of the VelaShape treatment has been demonstrated in multi-center clinical trials and 
in more than 5 million independent treatments performed on patients globally.

•  VelaShape III demonstrated over a 2 cm reduction in the abdomen and over a 1.5 cm reduction in the thighs

•  Post-partum patients treated with the VelaShape procedure showed an average measured reduction of 10%* in 
the treated area with 97% patient satisfaction

• Most patients reported no discomfort during or following treatment

*Geronemus et al

This graph shows that following the new one 
treatment protocol, there was a 2.6 average 
centimeter reduction in the abdomen and the 
abdominal reduction increases over time.

(Data on File at Syneron)

Average Abdominal
Circumference Reduction

Before Post 2 treatments
Abdomen: -1.7cm

Photos: Ruthie Amir, MD
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System Specifications

Radio Frequency Power Up to 150W

Infrared LEDs Up to 3.3W

Light Spectrum 850nm

Vacuum Pulsed

VContour Applicator:

              Small Cover
          Medium Cover
              Large Cover

10X13mm
25X30mm
25X50mm
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©2013. All rights reserved. Syneron, the Syneron logo, VelaShape and elōs are registered trademarks of Syneron Medical Ltd. and may be registered in certain jurisdictions. elōs (electro-optical synergy) is a proprietary technology 
of Syneron Medical Ltd. Candela is a registered trademark of the Candela Corporation. PB83211EN

Syneron and Candela are the global leaders in 
the aesthetic medical device marketplace.

We are one company with two distinctive 
brands. We combine a level of innovation, 
expertise and customer understanding superior 
to that of any company in our industry. 

Financial stability, through our aligned resources, 
allows our new company to offer customers the 
broadest available product portfolio, the best 
global service organization and an expansive 
worldwide distribution network.

Together, we are more market responsive than 
ever before. We know how to quickly innovate 
safe and effective products to meet a variety of 
needs and price points. We are even stronger 
at anticipating future market trends to help 
support our customers and their patients. With 
new breakthrough technologies currently in the 
pipeline, we are ideally positioned to maintain 
our global leadership and continue to help you 
grow your practice.

Syneron and Candela have offices and 
distributors around the world. 

infois@syneron.com | www.syneron-candela.com

Weight 20kg / 44lbs

Dimensions [W x D x H] 38 x 49 x 132cm / 15 x 19 x 52in

Electrical Requirements 110VAC; 5A; 50Hz; single phase
230VAC; 2.5A; 50Hz; single phase


